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1  ENGINES

2 x MAN V8  -  power 1200 mhp / 882 kW at 2300  rpm + Shaft Line

2  SPEED  (knots)

      (ref cap. 6)

MAN V8

maximum speed knots 16

cruising speed knots 13,5

economic cruising speed knots 10

3  RANGE  (nautical miles)

      (ref cap. 6)

MAN V8

maximum speed n.m. 420

cruising speed n.m. 640

economic cruising speed n.m. 1400

4  MAIN SIZES

Loa  = overall length  (standard ISO 8666) 28,31 m. 92 ft.  11 in.

Lh = Hull length (standard ISO 8666) 23,98 m. 78 ft.  8 in.

Lwl = waterline length (boat fully laden) 23,80 m. 78 ft.  1 in.

Maximum beam 7,00 m. 23 ft.  0 in.

Depth under propellers (boat fully laden) 2,21 m. 7 ft.  3 in.

Displacement unladen 89,50 ton./lb. 197314

Displacement laden 106,00 ton./lb. 233690

Maximum number of persons on board 20

Navigation category CE 2003/44 A

Certification modules B + F + Aa (Sound Emission) 0

5 TECHNICAL DATA

Hull type: Semidisplacement hull with hard chine and deep keel

H = Overall height from keel to supertructure forniture 12,56 m. 41 ft.  2 in.

Ht = Minimum transport height from keel 8,97 m. 29 ft.  5 in.

Fuel tank capacity 12400 lt./US gals. 3276

Water tanks capacity 2000 lt./US gals. 528

6 PERFORMANCE SPECIFICATIONS

the performance is estimated at the following conditions:

standard version displacement of the yacht: 96,51 ton./lb. 212768

at half liquid, with clean hull,. 25 ° C, 

good weather conditions and 8 people on board

overloading the yacht by: 3 ton./lb. 6614

top speed decreases of: 1 knot
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The Technical data, performances, designs and graphic reproductions are purely indicative, are not contractual, shall not constitute in any circumstances whatsoever any contractual offer by the

shipyard and refer to European standard models of motor yachts built by the shipyard. The only valid technical reference or description is the specific parameters of each motor yacht cited only on

purchase of the same. Therefore the only indications binding on the seller are contained solely in the sale agreement and in the relevant specific manual.


